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... structures. The planar waveguide was op- tically matched to the base of a 
prism illuminated from below with a parallel laser beam. At ... 
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... wavelength and z is the coordinate along the pump beam pulsed pump source (eg, a 

Q-switched laser), the population ... where J is the total energy fluence of the ... 
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... Laser optics inspection Calibration calorimeters CSF TSF Output beam splitter FOA 
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... NIF target can be post-processed with the Laser Interactions Post ... of a 2 x 10 15 
W cm -2 NIF beam are 25 ... length and of time throughout the NIF pulse, for the ... 
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... harmonic • PRF: 10 to 30 Hz • Pulse length: <50 .... be contained in a spectral bandwidth 
of 5.0 ... stability: +/- 5% of full-angle laser beam divergence • Wall ... 
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... diffraction grating; QD, quadrant detector; BS, beam splitter; PD, photodiode of 

the beam was 180 ,m. The laser energy in ... which sampled part of the beam and was ... 
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An electron linear collider can be converted to a yy collider if a high-power laser 
pulse intersects the electron beam just before the interaction point (IP ... 
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... H 1 00 - 1 50 mm f=50 Diffuser Projection Lens f the main UV laser beam, no beam splitter 

is required ... the entrance windows perpendicular to the laser beam are anti ... 
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Counter-rotating diffuser 567 Cr-patterned glass e-beam fabrication 111 ... 
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vwvv.physchemA3r:i-wuppertaLd&/PC"WWW_Site/pub^^^ ^SImliM..i;*/:i'.S§.t 

CPDt=] Based on recent discoveries in science and advances in engineering „. 
Rfe FoHTiat: PDF/Adobe Acrobat - View as HTML 

Each vibrational state is split into many rotational states In other words, the beam 

contains so many photons Laser photons with a wavelength of 334 nanometers ... 
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